
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 87-069

SITE CLEANUP REQUIREMENTS FOR:

SANTA CLARA COUNTY TRANSPORTATION AGENCY
DON PEDRO CHABOYA STATION FACILITY
SAN JOSE, SANTA CLARA COUNTY

The California Regional Water Quality Control Board, San
Francisco Bay Region (hereinafter called the Board) finds
that:

1. Santa Clara County Transportation Agency (hereinafter
called the discharger) owns and operates a bus washing,
maintenance, and fueling facility at the Don Pedro
Chaboya Station, located at 2240 South Seventh Street,
San Jose, Santa Clara County. The discharger has
operated the facility from 1981 to the present.

2. The site consists of two office
operations building, a bus wash
facility and an underground fuel
The tank farm consists of eight
used to store diesel fuel.

buildings, a fleet
facility, a fueling
storage tank farm.

40,000 gallon tanks

3. site investigations show that the soil beneath the site
has been polluted by diesel fuel and the groundwater
has been polluted by floating diesel product, benzene,
toluene, xylene and dissolved diesel fuel. Dissolved
diesel has been found at concentrations as high as 2.9
parts per million (ppm) and benzene has been detected
at concentrations as high as 0.015 ppm in the
groundwater. The pollution is the result of a leak
from a perforation in a product delivery line.

4. Groundwater monitoring data indicates that the plume
extends to a depth of approximately 35 feet and to a
lateral distance of about 800 feet from the suspected
source. The lateral and vertical extent of the
floating product plume has been defined. Further
studies are required to define the lateral and vertical
extent of the dissolved product plume.

5. Remedial actions to date include soil excavation and
extraction of free diesel product. The discharger has
evaluated various remedial measures to contain and
remove the contaminants from groundwater. The
discharger concluded that two extraction trenches would
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